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Claim Amendments 

1-25 (canceled) 



26. (new) An apparatus, 5 comprising: 

a first communication session control component that supports a first communication 
device on a communication session with a second communication device; and 

a second communicatitm * session control component that supports the second CD 
communication device on the communication session; 

wherein the first communication session control component stores a first call record 
that contains identification infb^^ of the first and second communication devices that — 
are active on the communication session, wherein the second communication session control g-j 
component stores a second cafl /tecoid that contains the identification information of the first |TI 
and second communication devices that are active on the communication session; q 

wherein tihe first communication session control component sends the identification ^ 
information of the first and second ponimunicatipn devices to a third communication session 
control component that supports a third communication device to invite the third 
communication device to join the communication session; 

wherein if the third communication device joins the communication session, the first 
communication session control component adds identification information of the third 
communication device to the &st ?all record and sends the identification information of the 
third communication device to the second communication session control component; 

wherein upon receipt of the identification information of the third communication 
device from the first commutation session control component, the second communication 
session control component ad<Js the identification information of the third communication 
device to the second call record. 
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27. (new) The apparatus of claim 26, wherein upon receipt of an indication that the 
third communication device has joined the communication session, the first communication 
session control component sends the identification information of the third communication 
device to the first communication device and the second communication session control 
component; 

wherein upon receipt of the identification information pf the third communication 
device from the first communication session control component, the second communication 
session control component sends the identification information of the third communication 
device to the second communication device. 

28. (new) The apparatus of claim 26, wherein to invite the third communication 
device to the communication session, the first communication session control component 
sends identification information of all communication devices that are active on the 
communication session to the third communication session control component 

29. (new) The apparatus of claim 26, wherein the first communication session control 
component indicates to the third- communication session control component which of the first 
and second communication devices invited the third communication device to join the 
communication session; 

wherein the third communication session control component indicates to the third 
communication device which of. the first communication device and the second 
communication device invited the third communication device, to join the communication 
session. 
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30. (new) The apparatus of claim 26, wherein the identification information of the 
first and second communication device^ comprises: 

name information associated with one or more users of the first and second 
communication devices; 

number information associated with the first and second communication 
devices; and 

presentation information associated with the first and second communication 
devices. 

31. (new) The apparatus of claim 30, wherein the third communication session control 
component sends the name information and the number information to the third 
communication device in a communication session Setup message. 

32. (new) The apparatus of claim 26, wherein the first communication session control 
component comprises a first telecommunication switch that supports the first communication 
device, wherein the third communication session control component comprises a third 
telecommunication switch that supports the third communication device; 

wherein the first telecommunication switch sends the identification information of the 
first and second communication devices to the third telecommunication switch. 

33. (new) The apparatus of claim 32 in combination with the third telecommunication 
switch, wherein the third telecommunication switch delivers the identification information of 
the first and second communication devices to the third communication device; 

wherein a user of the third communication device may employ the identification 
information of the first and second communication devices to make a determination whether 
to join the communication session. 
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34. (new) The apparatus of claim 26 further comprising an application server, wherein 
the first communication session control component sends the identification information of the 
first and second communication devices to the third communication session control 
component, wherein the third communication session control component sends the 
identification information of the fifst and second communication devices to the application 
server; 

wherein the application server employ s the identification information of the first and 
second communication devices to provide a service to the third communication device. 

35. (new) The apparatus of claim 26, wherein upon departure of a communication 
device from the communication session, a communication session control component that 
supports the communication device involved in the departure notifies the first communication 
session control component of the departure; 

wherein the first communication session control component sends identification 
information of the cpmmumcation device involved in the departure to the first 
communication device. 

36. (new) The apparatus of claim 26 in combination with the third communication 
session control component, wherein the third communication session control component 
creates a third call record to store identification information of communication devices that 
are active on the communication session; 

wherein the third communication session control coiriponent stores the identification 
information of the first and second communication devices in the third call record. 
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37. (new) An apparatus, comprising: 

a first communication session control component that supports a first communication 
device on a communication session with a second communication device aiid a third 
communication device; and 

a second communication session control component (hat supports the second 
communication device on the communication session; 

wherein the second communication session control component stores a call record 
that contains identification information of communication devices that are active on the 
communication session; 

wherein, upon departure of the first communication device from the communication 
session, die first communication session control component notifies the second 
communication session control component of the departure; 

wherein the second communication session control component removes the 
identification information of the first communication device from the call record and sends 
the identification information of the first communication device involved in the departure to 
the second communication device. 
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38. (new) The apparatus of claim 37, further comprising a third communication 
session control component that supports the third communication device on the 
communication session, wherein the call record comprises a first call record, wherein the 
third communication session control component stores a second call record that contains 
identification information of communication devices that are active on the communication 
session; 

wherein upon departure of the first communication device from the communication 
session, the first communication session doiitrol component notifies the third communication 
session control component of the departure; 

wherein the third communication session control component removes the 
identification information of the first communication device from the second call record and 
sends the identification information of the first communication device involved in the 
departure to the third communication device. . 

39. (new) The apparatus of claim 37, wherein the first communication session control 
component comprises a first telecommunications switch, wherein the second communication 
session control component comprises a second teiecomitiunications switch; 

wherein the first telecommunications switch sends die identification information of 
the first communication device to the second telecommunications switch to indicate that the 
first communication device has left the communication session. 



Jan- 12 2006 12:23PM Carmen Patti 8. Associates 312-346-2810 

8 LUC-435 / Floikey 10-3-2 

40. (new) A method, comprising the steps of: 

creating a first call record at a first communication session control component that 
supports a first communication deVi<& On a communication session with a second 
communication device, wherein the first call record contains identification information of 
communication devices that are active on the communication session; 

creating a second call record at a second communication session control component 
that supports the second coimnuftication device on the coiftmuiiication session, wherein the 
second call record contains identification information of communication devices that are 
active on the communication session; 

sending identification information of the first, and second communication devices 
ftom the first communication session control component to a third communication session 
control component that supports a third communication device to invite the third 
communication device to join the communication session; 

creating a third call record at the third communication session control component to 
store the identification information of the firat and second , communication devices that are 
active on the communication session; and 

sending the identification information of the first and second communication devices 
from the third communication session control component to the third communication device 
to allow a user of the third communication device to employ the identification information of 
the first and second communication devices to make a determination whether to join the 
communication session. 
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41 . (new) The method of claim 40, fiirther comprising the steps of: 

sending an indication that the third communication device has joined the 
communication session from the third communication session control component to the first 
communication session control component; 

adding identification information of the third communication device to the first call 
record at the first communication session control component; and 

sending the identification information of the third communication device from the 
first communication session control component to the first communication device to indicate 
to a user of the first communication device that the third communication device has joined 
the communication session. 

42. (new) The method of claim 41, further comprising the steps of: 

sending the identification information of the tftiid communication devic© from the 
first communication session control component to the second communication session control 
component to indicate that the third comiriiinicatioiL device has joined the communication 
session; 

adding the identification information of the third communication device to the second 
call record at the second communication session control component; and 

sending the identification information of the third communication device from the 
second communication , session control component to the second communication device to 
indicate to a user of the second communication device that the third communication device 
has joined the communication session, 
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43. (new) The method of claim 42, further comprising the steps of: 

sending a departure notification from the third communication session control 
component, to the first and second communication sessiop control components upon departure 
of the third communication device from lie communication session; 

removing the identification information of the third communication device from the 
first call record at the first communication session control component; 

removing the identification information of the third communication device from the 
second call record at the second communication session control component; 

sending the identification information of the third communication device involved in 
the departure from the first communication session control component to the first 
communication device to indicate to the user of the first communication device that me third 
communication device has left the communication session; aiid 

sending the identification information of the third corbmunication device involved in 
the departure from the second communication session control component to the second 
communication device to indicate to the user of the second communication device that the 
third communication device has left the communication session, 

44, (new) The method of claim 40, further comprising the step of: 

sending the identification information of the first and second communication devices 
from the third communication session control component to an application server upon 
receipt of the identification information of the first and second communication devices from 
the first communication session control component, wherein the application server employs 
die identification information of first and second communication devices to provide a service 
to a user of the third communication device. 
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45. (new) An article, comprising: 

one or tiiore computer-readable signal-bearing media; 

means in the one or more media for creating a first call record at a first 
communication session control component that supports a first communication device on a 
communication session with a second communication device, wherein the first call record 
contains identification information of communication devices that are active on the 
communication session; 

means in the one or mote media for creating a second call record ait a second 
communication session control component that supports the second communication device on 
the communication session, wherein the second call record contains identification 
information of communication devices that are active on the communication session; 

means in the one or more media for sending identification information of the first and 
second communication devices from the first communication session control component to a 
third communication session control component that supports a third communication device 
to invite die third communication device to join the communication session; 

means in the one ot more media for creating a third call recprd at the third 
communication session control component to store the identification information of the first 
and second communication devices that are active on the communication session; and 

means in the one or more media for sending the identification information of the first 
and second communication devices from the third communication session control component 
to the ihird communication device to allow a user pf the third communication device to 
employ the identification information of the first and second communication devices to make 
a determination whether to join the communication session. 
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